PRODUCT NEWS

TV
Vision 332-3831 T

Multimedia Widescreen LCD-TV.
Schon. Flach. Brillant. Zukunftsicher,
mit DVB-T.

«Integrierter DVB-T-Receiver zum
direkten Empfang digitaler
TV-Programme Uber Haus- oder
Zimmerantenne ohne zusétzliche
Set Top Box.

«Benutzerfreundlicher Bedienkomfort
durch das Grundig On-Screen-Display
(Ubersichtliche Menufuhrung).

«Der 8 Tage EPG und Now & Next EPG
gibt Angaben zu aktuellen und
folgenden Sendungen.

«Eine 40 Watt Musikleistung sorgt fir
einen perfekten Sound

«Die digitalen Audioformate werden
unterstutzt und kénnen Uber Digital
Audio out coaxial ausgegeben werden.

« Zahlreiche AnschluBmdglichkeiten wie
2x HDMI, YUV, etc. ermdglichen
gleichzeitig mehrere Gerate (Receiver,
DVD-Recorder, etc.) anzuschlie3en.

GRUNDIG

Multimedia Widescreen LCD-TV.
Attractive, flat, bright and fit for the
future, with DVB-T

« Integrated DVB-T receiver for direct
reception of digital TV programmes via
indoor or roof antenna without additional
Set Top Box.

« User-friendly operation with the Grundig
on-screen display and its clear menu
system.

« The 8-day EPG and Now & Next EPG
details on the current and coming
programmes.

« A 40 watts music output enabled a
perfect sound

« The digital audio formats are supported
and can putted out via Digital Audio out
coaxial.

« The Vision 3 enables you to connect the
featuring devices through it's many
digital connectors like 2x HDMI, YUV,
etc.
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Display

81-cm Active Matrix Color TFT LC-Display im 16:9-Format,
Dynamischer Kontrast 5.000:1, Helligkeit 500 cd/gm, Reaktionszeit
6 ms, Bildblickwinkel 178° vertikal bzw. 178° horizontal.

Auflésung: WXGA 1366 x 768

Zuséatzliche-Bildverbesserungs-Verfahren

Individuelle Bildscharfe-Einstellung. Erhéhte Farbcontourscharfe
CTI. Digitaler Kammfilter

Integrierter DVB-T Receiver

Zum Empfang digitaler TV-Programme tber Haus- oder
Zimmerantenne.

Mehrnormen-Empfang

Unterstitzt werden die TV-Standards BG, |, DK, L/L' mit den
Farbsystemen PAL und SECAM (NTSC-Playback 3,58/4,43 MHz
Uber AV) und den Stereo-Systemen A2 fiir B/G/D/K sowie Nicam
5,85 (BG, L) + 6,52 MHz ()

Double Window-Text

Mdoglichkeit den Bildschirm zu teilen, und ein laufendes Bild und
den Videotext des gleichen Senders gleichzeitig darzustellen

2-Kanal-Audio-System
40/20 Watt Musik-/Sinusleistung. 2 Breitband-Lautsprecher frontal

Tele-Videotext mit Seitenspeicher

Anschlussmadglichkeiten

1 Euro-AV-Buchse. S-Video. PC-Eingang. Toneingang fiir PC.
Digital Audio out coaxial (SPDIF). Cinch-AV fiir Camera-Recorder.
YUV-Eingang. 2 x HDMI. HDCP via HDMI. Kopfhérer. Common
Interface

Fernbedienung

TP 2

Abmessungen (BxHxT) / Gewicht

80,0 x 59,4 x 11,0 cm (20,0 cm with stand) / ca. 11,4 kg
Besonderheiten

Game Mode (Voreinstellungen - durch Benutzer veranderbar - fur
Ton und Bild im HDMI-, Component und PC-mode). Automatische
Senderprogrammierung ATS. 5-Band Equalizer. Kindersicherung.
Sleep timer. Hotel mode

Wandhalterung

Vorbereitet fir VESA-Sandard 100 x 100 + 100
Farbe

Schwarz/silber

GRUNDIG

Display

81 cm (32") Acctive Matrix Color TFT LC display in 16:9 format,
dynamic contrast 5.000:1, brightness 500 cd/gm, response time 6
ms, viewing angle 178° vertical and 178° horizontal.

Resolution: WXGA 1366 x 768

Additional Picture Improvement

Individual setting of picture sharpness. Color Transient
Improvement CTI. Digital comb filter

Integrated DVB-T Receiver

For the reception of digital TV-programmes via indoor or roof
antenna

Multi System Reception

TheTV standards BG, |, DK, L/L' are supported by the color
systems PAL and SECAM (NTSC-Playback 3,58/4.43 MHz via AV)
and the stereo systems A2 fiir B/G/D/K as well as from Nicam 5.85
(BG, L) + 6.52 MHz (I)

Double Window Text

Possibility to divide the screen into two parts, simultaneously
displaying a program's moving picture and its teletext

2 Channel Audio System

Music/sine power of 40/20 W. 2 broad-band speakers at the front
side

Videotext with cache memory funktionality

Connection Possibilities

1 Euro AV socket. S-Video. PC-input. PC Audio-in. Digital Audio
out coaxial (SPDIF). Cinch AV for camera recorder. YUV-input. 2 x
HDMI. HDCP via HDMI. Headphones. Common Interface

Remote Control

TP 2

Cabinet (WxHxD) / Weight

80.0 x 59.4 x 11.0 cm (20.0 cm with stand) / approx. 11.4 kg
Special Features

Game Mode (presets - user changeable - for sound and picture in
HDMI-, Component- and PC-mode). Auto Tuning System ATS.
5-Band Equalizer. Childproof lock. Sleep timer. Hotel mode

Wall mounting

Prepared for VESA-Satandard 100 x 100 + 100
Color

Black/silver
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